
PrioVino 
Premier

Perfecting the fine wine experience

PrioVino Premier  
at a glance

Optimal temperature

•	 Keeps pre-cooled bottles at 	
the perfect temperature for 	
several hours

•	 Temperature settings between 	
5 °C and 20 °C

•	 Digital temperature display with 
intervals of 0.5 °C

•	 Switches between red-wine and 
white-wine temperatures in about 
3 minutes

Premium-quality manufacturing

•	 Solid and stable base
•	 Made of highly durable 	
aluminium with a scratch-resistant 
chrome finish

•	 Elegant and timeless design

Flexibility of use

•	 Operated via mains power 	
or battery

•	 Battery runtime of up to 6 hours
•	 Practically noiseless

PrioVino GmbH	
+49 7071 1473016	
info@priovino.com

www.priovino.com
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The PrioVino Premier  
is so easy to use

1.	 Open the lid by pressing on the 
first ‘O‘ in the company logo on 
the cooler lid.

2.	 Insert the battery (  A ) – the blue 
LED in the on/off button lights up.

3.	 For mains power supply, 	
the power cord can be plugged 
into a socket on the underside 	
of the cooler. The battery needs 
to be inside the device and is 
automatically recharged.

4.	 Switch on the device using the 
on/off button (  B ) – blue digital 
temperature display lights up.

Recharging the battery

1.	 When the battery is down to ca. 
25% of full capacity, a blue LED 
lights up behind the air vents.

2.	 Open the lid by pressing the first 
‘O‘ in the company logo on the 
cooler lid.

3.	 Press down lightly on the battery 
for it to be ejected.

4.	 Insert the charger plug of the 	
battery charger into the battery 
and connect the battery charger 
to an electrical outlet.

5.	 The upper LED will begin to flash in 	
green once charging is completed.

Cleaning

Clean the device with a soft, damp 
cloth and then dry all surfaces 	
thoroughly.

5.	 Press the set button (  C ) – 	
the display begins to flash.

6.	 Use the plus (  D )/minus (  E ) 	
buttons to enter the desired 	
temperature.

7.	 Press set button (  C ) once again 
to confirm the temperature 	
setting – the display stops flashing.

8.	 Press the push-up pin (  F ) 	
downwards.

9.	 Replace the cooler lid.
10.	Place the wine bottle in the bottle 

chamber.
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Set-up and operation


